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STORM WATER POLLUTION PREVENTION PLAN e e o o "
UPDATE BY: johse
NOT'CE OF 'N‘TEN-I- (NOD SURVEY BCOFJ( #
THE FOLLOWING PLAN IS ESTABLISHED AND INCORPORATED IN THE PROJECT TQ DIRECT THE CONTRACTOR IN THE THIS PLAN HAS BEEN PREPARED TO COMPLY WITH THE PROVISIONS OF THE NPDES PERMIT NUMBER ILR10, ISSUED GENERAL PERMIT TO DISCHARGE STORM SEWER DATE: Thy 3/18708 4:05
PLACEMENT OF TEMPORARY EROSION CONTROL SYSTEMS AND TO PROVIDE A STORM WATER POLLUTION PREVENTION BY THE ILLINOIS ENVIRONMENTAL PROTECTION AGENCY FOR STORM WATER DISCHARGES FROM CONSTRUCTION SITE CONSTRUCTION SITE ACTMTES il /06 4:05pm
PLAN FOR COMPLIANCE WITH NPDES. ACTMITIES. IMPORTANT: FORM MUSIEE TYPED TO ENABLE AUTOMATED OPTICAL PROCESSING, XREF DWG: thalnt.dw
SUBMIT CRIGINAL ~ DO NOT SUBMIT PHOTOCOPY -Owg
THE PURPOSE OF THIS PLAN IS TO MINIMIZE EROSION WITHIN THE CONSTRUGTION SITE AND TO LIMIT SEDIMENTS DESCRIPTION_OF_STABILIZATION PRACTICES DURING GONSTRUGTION:
FROM LEAVING THE SITE BY UTILIZING PROPER TEMPORARY EROSION CONTROL SYSTEMS AND PROVIDING GROUND : A S —
COVER WITHIN A REASONABLE AMOUNT OF TIME. DURING CONSTRUGTION, AREAS OUTSIDE THE CONSTRUCTION LIMITS AS OUTLINED PREVIOUSLY HEREIN SHALL BE G OF AURORA Lo [TJerwe [] conmrr [ swe
2 . CONTRACT( AREA FOR
CERTAIN EROSION CONTROL FACILITIES SHALL BE INSTALLED 8Y THE CONTRACTOR AT THE BEGINNING OF ROTECTED. THE CTOR SHALL NOT USE THIS FOR STAGING (EXCEPT AS OESCRIBED ON THE PLANS IALNG 43 W 636 ROUTE 30 Xov [ weon osmer
AND DIRECTED BY THE ENGINEER), PARKING OF VEHICLES OR CONSTRUCTION EQUIPMENT, STORAGE OF MATERIALS,
CONSTRUCTION. OTHER ITEMS SHALL BE INSTALLED BY THE CONTRACTOR AS DIRECTED BY THE ENGINEER ON A OR OTHER CONSTRUCTION RELATED ACTNITIES. ! ol o [] O
CASE BY CASE SITUATION DEPENDING ON THE CONTRACTOR'S SEQUENCE OF ACTMITIES, TIME OF YEAR, AND o SUGAR GROVE  |sv| i |=»| 60554 FEDERAL - REVISIONS
EXPECTED WEATHER CONDITIONS. coniact TELEPHONE | 2BEA COOE R
1. WITHIN THE CONSTRUCTION LIMITS, AREAS WHICH MAY BE SUSCEFTIBLE TO EROSION AS DETERMINED BY THE Frco | ROBERT A. RIESER souers: [ 630 466~7000 NUMBER BY DATE
THE CONTRACTOR SHALL INSTALL PERMANENT EROSION CONTROL SYSTEMS AND SEEDING WITHIN A TIMEFRAME ENGINEER SHALL REMAIN UNDISTURBED UNTIL FULL SCALE CONSTRUCTION IS UNDERWAY TO PREVENT
SPECIFIED HEREIN AND AS DIRECTED BY THE ENGINEER, THEREFORE MINIMIZING THE AMOUNT OF AREA UNNECESSARY SOIL EROSION. CONTRACTOR INFORMATION - — T
SUSCEPTIBLE TO EROSION AND REDUCING THE AMOUNT OF TEMPORARY SEEDING, WHICH WILL BE THE e : TP |"—"T"-’————‘
CONTRACTOR’S COST. THE ENGINEER WILL DETERMINE IF ANY TEMPORARY EROSION CONTROL SYSTEMS SHOWN IN 2. EARTH STOCKPILES AND OTHER BUILDING MATERIALS TO REMAIN IN PLACE MORE THAN (3) DAYS SHALL BE v
THE PLAN CAN BE DELETED AND IF ANY ADDITIONAL TEMPORARY EROSION CONTROL SYSTEMS, WHICH ARE NOT FURNISHED WITH EROSION AND SEDIMENT CONTROL MEASURES AND SHALL BE INCIDENTAL 7O THE CONTRACT. mnm:ss] Im S
INCLUDED IN THIS PLAN, SHALL BE ADDED. THE CONTRACTOR SHALL PERFORM ALL WORK AS DIRECTED BY THE STOCKPILES SHALL BE TEMPORARILY SEEDED AND MULCHED, WHICH WILL BE INCIDENTAL TO THE CONTRACT. IF
ENGINEER AND AS SHOWN ON THE PLANS. THEY ARE TO REMAIN UNUSED FOR MORE THAN 30 DAYS. STOCKPILES SHALL NOT BE LOCATED IN SPECIAL CONSTRUCTION SITE INFORMATION
MANAGEMENT AREAS. ST MR mmswmc NEW CHANGE OF | CEMERAL i ' ' I | I | | |
SITE_DESCRIPTION N e i BFORATON | NPoES PerT o 0 1 2
3. AS CONSTRUCTION PROGEEDS, THE CONTRACTOR SHALL INSTITUTE THE FOLLOWING AS DIRECTED BY THE ENGINEER: e AURORA MUNICIPAL AIRPORT P e N/A —— e ——
THE FOLLOWING IS A DESCRIPTION OF THE CONSTRUCTION ACTMITY WHICH IS THE SUBJECT OF THIS PLAN: A PLACE TEMPORARY EROSION CONTROL FACILITIES AT LOCATIONS SHOWN ON THE PLANS. & topsonti) SE— THIS BAR IS EQUAL TO 2"
e | 43 W 836 ROUTE 30 o 1630 T 386~7000 AT FOLL SeaLs (34x<2>2€‘
THIS PROJEGT CONSISTS OF CONSTRUCTING A NEW NAVAID AT THE AURORA AIRPORT. THE PROJECT INCLUDES B. CONSTRUCT DITCHES AND PROVIDE TEMPORARY EROSION CONTROL SYSTEMS, T [, S O -
EXCAVATION, EMBANKMENT, DRAINAGE, VARIOUS PAVEMENT ITEMS, FENCING, ELECTRICAL IMPROVEMENTS AND OTHER om|  sucar orove  |si| w [n| sosse [PEER : ..mlﬁ?j‘ijﬁ
MISCELLANEOUS CONSTRUCTION WORK. c. gll#g) NECESSARY EMBANKMENT AT CULVERT/STORM SEWER LOCATIONS AND THEN EXCAVATE AND PLAGE loounme KANE SELv,,‘,,,;| 17 Tome] 38 NORTH “‘”“EI 7 EAST
THE FOLLOWING IS A DESCRIPTION OF THE INTENDED SEQUENCE OF MAJOR ACTIVITIES WHICH WILL DISTURB SOILS g v [
FOR MAJOR PORTIONS OF THE CONSTRUCTION SITE, SUCH AS EXCAVATION AND GRADING: D. EXCAVATED AREAS AND EMBANKMENT AREAS SHALL BE PERMANENTLY SEEDED IMMEDIATELY AFTER FINAL IL_’E ” 175 A S5 Ao 45 ACRES
GRADING. IF NOT, THEY SHALL BE TEMPORARILY SEEDED, AT THE CONTRACTOR'S COST, IF NO TYPE OF CONSTRUCTION
1. EXCAVATION AND EMBANKMENT WILL BE COMPLETED WITHIN THE PROJECT LIMITS TO GRADE OUT FOR THE CONSTRUCTION ACTVITY IN THE AREA IS PLANNED FOR SEVEN DAYS.
PROPOSED ELECTRICAL AND PAVEMENT IMPROVEMENTS, O [ ] ] x Conen |
E. ANY WATER PUMPED OR OTHERWISE DISCHARGED FROM THE SITE DURING CONSTRUCTION SHALL BE
2. PLACEMENT, MAINTENANCE, REMOVAL AND PROPER CLEAN-UP OF TEMPORARY EROSION CONTROL, SUCH AS FILTERED.
PERIMETER SILT FENCE AND INLET PROTECTION,
4. CONSTRUCTION EQUIPMENT SHALL BE STORED AND FUELED ONLY AT DESIGNATED LOCATIONS. ALL
3. PAVEMENT CONSTRUCTION, NECESSARY MEASURES SHALL BE TAKEN TO CONTAIN ANY FUEL OR POLLUTANT IN ACCORDANCE WITH EPA
WATER QUALITY REGULATIONS. LEAKING EQUIPMENT OR SURPLIES SHALL BE IMMEDIATELY REPAIRED OR =
4. ELECTRICAL IMPROVEMENTS AND SHELTER ERECTION, REMOVED FROM THE SITE. E o
5. FINAL GRADING AND OTHER MISCELLANEOUS ITEMS. 5. THE RESIDENT ENGINEER SHALL INSPECT THE PROJECT DALY DURING CONSTRUCTION ACTMITIES. My dogloinidlpdvogigoringhitopusmiipirtod ot hrot Rt vigliche b ool - &N —
INSPECTION SHALL ALSO BE DONE WEEKLY AND AFTER RAINS OF 1/2 INCH OR GREATER OR EQUIVALENT S 5 ot Dok of 3y oaratys b, e e, o o o v D e e S, s o £ a5 =»
6. PLACEMENT OF PERMANENT EROSION CONTROL, SUCH AS SEEDING AND MULCHING. SNOWFALL AND DURING WINTER SHUTDOWN PERIOD, Wﬁmmm&:"&: fichrriietereb i A~ sbing iyl ] 2 P g : 4
AREAOF CONSTRUGTION SITE 6. SEDIMENT COLLECTED DURING CONSTRUCTION OF THE VARIOUS TEMPORARY EROSION CONTROL SYSTEMS LN el o
SHALL BE DISPOSED OF ON SITE ON A REGULAR BASIS AS DIRECTED BY THE ENGINEER. THE COST OF o oATE <G > —
THE TOTAL AREA OF THE CONSTRUCTION SIE IS ESTIMATED TO BE 45 ACRES OF WHICH o ACRES WILL BE THIS MAINTENANCE SHALL BE INCLUDED IN THE UNIT BID PRICE FOR UNCLASSIFIED EXCAVATION AND reE CETE S G (=] < o &
DISTURBED BY EXCAVATION, GRADING AND OTHER ACTIVITIES. EROSION CONTROL. [TEMS. o iat m’;ﬁg“mpﬁggmmaww oo T 1 = » a v
DOCUUENTATION UNLESS
7. THE TEMPORARY EROSION CONTROL SYSTEMS SHALL BE REMOVED AS DIRECTED BY THE ENGINEER AFTER SERIESIED 3300 cotmes R PERAT Ej z> = w
USE IS NO LONGER NEEDED OR NO LONGER FUNCTIONING. THE COST OF THIS REMOVAL SHALL BE POST oFficE: B0X 19275 pare: REfa o O
INCLUDED IN THE UNIT BID PRICE FOR VARIOUS TEMPORARY EROSION CONTROL PAY {TEMS. SPRINGRIELD, R 62794-8210 O -2 > S
This Agoncy s quthorized to require this information under iinlos Revised Statuts. 1981, Chopter 111 1/2, sacticn 1050, =L £ m F—
1. INFORMATION OF THE SOILS AND TERRAIN WITHIN THE SITE WAS OBTAINED FROM TOPOGRAPHIC SURVEYS AND SOIL DESCRIFTION OF STRUGTURAL PRAGTICES AFTER FINAL GRADING: information s required wider. {rat Seators Fairs 0 4o %0 may prevet this form fom Seng procesied nd could resst Zr. = (o]
BORINGS FROM PREVIOUS PROJECTS THAT WERE UTILIZED FOR THE DEVELOPMENT OF THE PROPOSED TEMPORARY Jour cpplcation geing derted. T form s maen cppreed by e Forms Nanogement Conter 355 o 4 >
EROSION CONTROL SYSTEMS, TEMPORARY EROSION. CONTROL_ SYSTEMS SHALL BE LEFT N PLACE WITH PROPER MANTENANCE UNTIL PERMANENT == g © L ge
1ON CONTROL IS IN PLACE AND WORKING PROPERLY AND ALL PROPOSED TURF AREAS ARE SEEDED AND
2. PROJECT PLAN DOCUMENTS, SPECIFICATION AND SPECIAL PROVISIONS, AND PLAN DRAWINGS INDICATING DRAINAGE <=
PATTERNS AND APPROXIMATE SLOPES ANTICIPATED AFTER GRADING ACTIVITIES WERE UTILIZED FOR THE PROPOSED ESTABLISHED. NOTES FOR EROSION CONTROL. c<Ei- = ud
PLACEMENT OF THE TEMPORARY EROSION CONTROL. SYSTEMS. ONCE PERMANENT EROSION CONTROL SYSTEMS AS PROPOSED IN THE PLANS ARE FUNCTIONAL AND ESTABLISHED, 1. THE CONTRACTOR WILL BE REQUIRED TO COMPLY WITH THE QO u«g - o
TEMPORARY (TEMS SHALL BE REMOVED, CLEANED UP, AND DISTURBED TURF RESEEDED. REQUIREMENTS OF THE MATIONAL POLLUTANT DISCHARGE £ Z0 [
ELIMINATION SYSTEM (NPDES) STORM WATER PERMIT FOR =2 00 o)
MAINTENANCE AFTER CONSTRUCTION
THE CONSTRUGTION SITE DRAINS INTO THE WELCH CREEK THROUGH A STORM SEWER SYSTEM. CONSTRUGTION SITE ACTMITIES. < O El' et
CONSTRUCTION IS COMPLETE AFTER FINAL ACCEPTANCE BY THE ILLINOIS DIVISION OF AERONAUTICS. . ALL PRO ,
CONTROLZ--EROSION CONTROLS AND SEDIMENT CONTROL MAINTENANCE UP TO THIS DATE WILL BE REQUIRED BY THE CONTRACTOR. 2 AREA, T NREAS, INCLUDING CONTRACTOR SARS%KAP'SLE x w
; SHOWN ON THE PLANS, SHALL HAVE 4 INCHES OF TOPSOIL
DESCRIPTION OF STABILIZATION PRACTICES AT THE BEGINNING OF CONSTRUCTION ONTRACTC PURCED Ao 8 SERoED A WiLeHeD g:n gcb %ORDA o
THE ICATIONS. A ISTURBED IDE THE PROJECT
. P
T P O L R A (EXISTING VEGETATION 19, PRESERVED 1. THE STORM WATER POLLUTION PREVENTION PLAN MUST CLEARLY IDENTIFY FOR EACH MEASURE IDENTIFIED LIMITS WILL BE SEEDED AND MULCHED BY THE CONTRACTOR AT
INCLUDE SEEDING AND MULCHING AS DIRECTED BY THE ENGINEER, STABILIZATION MEASURES SHALL BE INITIATED IN THE PLAN, THE CONTRACTOR(S) OR SUBCONTRACTOR(S) THAT WILL IMPLEMENT THE MEASURE. ALL HIS COST AND RESTORED 7O ORIGINAL CONDITIONS.
AS SOON AS POSSIBLE IN PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIMITIES HAVE TEMPORARILY OR CONTRACTORS AND SUBCONTRACTORS IDENTIFIED IN THE PLAN MUST SIGN A COPY OF THE CERTIFICATION
PERMANENTLY CEASED. WHERE WORK IS COMPLETE, PERMANENT STABILIZATION SHALL OCCUR WITHIN 14 DAYS OF STATEMENT IN PARAGRAPH 2 BELOW IN ACCORDANCE WITH PART VLG (SIGNATORY REQUIREMENTS) OF THIS 3. ANY FIELD/DRAIN TILES THAT ARE DAMAGED IN ANY WAY SHALL BE
COMPLETION, AND IN AREAS WHERE WORK HAS TEMPORARILY CEASED FOR 21 DAYS OR MORE, TEMPORARY PERMIT. ALL. CERTIFICATIONS MUST BE INCLUDED IN THE STORM WATER POLLUTION PREVENTION PLAN IMMEDIATELY REPAIRED ACCORDING TO THE PLANS/SPECIFICATIONS
STABILIZATION SHALL OCCUR BY THE 14TH DAY AFTER WORK HAS CEASED. EXCEPT FOR OWNERS THAT ARE ACTING AS CONTRACTOR. AND SHALL BE PROTECTED FROM SEDIMENT—LADEN WATER.
AS SOON AS REASONABLE ACGESS IS AVAILABLE TO ALL LOCATIONS WHERE WATER ORAINS AWAY FROM THE 2. CERTIFICATION STATEMENT. ALL CONTRACTORS AND SUBCONTRACTORS IDENTIFIED IN A STORM WATER 4. SEDIMENT AND EROSION CONTROL MEASURES SHALL BE INSPECTED
POLLUTION PREVENTION PLAN IN ACCORDANCE WITH PARAGRAPH 1 ABOVE SHALL SIGN A COPY OF THE ON A WEEKLY BASIS AND AFTER EACH 1/2° RAIN EVENT.
R T e D PERIMETER SILT FENCE SHALL BE INSTALLED AS CALLED OUT IN THE PLANS OR FOLLOWING CERTIFICATION STATEMENT BEFORE CONDUCTING ANY PROFESSIONAL SERVICE AT THE SITE / F g
- IDENTIFIED IN THE STORM WATER POLLUTION PREVENTION PLAN: 5. THE CONTRACTOR SHALL HAVE A COPY OF THE APPROVED 5 3
EROSION AND SEDIMENT CONTROL PLAN MAINTAINED ON THE g >
") CERTIFY UNDER PENALTY OF LAW THAT | UNDERSTAND THE TERMS AND CONDITIONS OF THE GENERAL SIE AT ALL TIMES. % =
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT (1LR10) THAT AUTHORIZES THE <@
STORM WATER DISCHARGES ASSOCIATED WITH INDUSTRIAL ACTIITY FROM THE CONSTRUCTION SITE IDENTIFIED 8. PRIOR TO COMMENCING LAND DISTURBING ACTMITIES IN AREAS 5 2
AS PART OF THIS CERTIHCATION.” OTHER THAN INDICATED ON THESE PLANS (INCLUDING BUT NOT ° rys
LMITED TO, ADDITIONAL PHASES OF DEVELOPMENT AND ém g
- z
THE CERTIFICATION MUST INCLUDE_THE NAME AND TITLE OF THE PERSON PROVIDING THE SIGNATURE IN RSO O R N AR NER St
ACCORDANCE WITH PART VLG OF TI(-’IS PERMIT: THE NAME, ADDRESS AND TELEPHONE NUMBER OF THE FOR REVIEW BY THE KANEDUPAGE SOIL. AND WATER 5@%’ S
CONTRACTING FIRM; THE ADDRESS (OR OTHER IDENTIFYING DESCRIPTION) OF THE SITE: AND THE DATE THE e
TG FiaM, CONSERVATION DISTRICT (KDSWCD). = '&2 3
7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLATION OF °§0,€3
ANY ADDITIONAL EROSION CONTROL MEASURES NECESSARY TO 605
PREVENT EROSION AND SEDIMENTATION AS DETERMINED BY THE
CONTRACTOR CERTIFICATION KDSWCD.
"l CERTIFY UNDER PENALTY OF LAW THAT | UNDERSTAND THE TERMS AND CONDITIONS OF 8 .‘Z«‘%‘S"&&%ﬁ?@‘i‘éﬁ‘f@i“?ﬁ?’ Tvéﬁgzs'? SHALL B PUMPED
THE GENERAL NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT
(1LR10) THAT AUTHORIZES THE STORM WATER DISCHARGES ASSOCIATED WITH INDUSTRIAL 9. UNLESS OTHERWISE INDICATED, ALL VEGETATIVE AND DESIGN BY: CAL
ACTIVITY FROM THE CONSTRUCTION SITE IDENTIFIED AS PART OF THIS CERTIFICATION.” STRUCTURAL EROSION AND SEDIMENT CONTROL PRACTICES
SHALL BE CONSTRUCTED ACCORDING TO MINIMUM STANDARDS DRAWN BY: JRO
AND SPECIFICATIONS IN THE ILLINOIS URBAN MANUAL REVISED
GENERAL_CONTRACTOR FEBRUARY 2002. CHECKED BY: CAL
10. KDSWCD MUST BE NOTIFIED ONE WEEK PRIOR TO THE APPROVED BY:
PRECONSTRUCTION CONFERENGE, ONE WEEK PRIOR TO THE Py 53703708
SORTORE e Py COMMENCEMENT OF LAND DISTURBING ACTIVITIES AND ONE ; /03/
WEEK PRIOR TO THE FINAL INSPECTION. B e orameon
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